
1. RE DETAILED DIMENSION, SEE PRODUCT DRAWING.
2. NUMBER OF CONNECTORS : 15000PCS/REEL
3. LEAD TAPE LENGTH

4. TOP TAPE PEEL FORCE IS DEFINED BY IEC60286-3.
5. MATERIAL

CARRIER TAPE : POLYSTYRENE
TOP TAPE : PET , OTHER
REEL : POLYSTYRENE (PS)＜RECYCLE MATERIAL CONTAINED＞

6. ELV AND RoHS COMPLIANT
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SECTION C-C

TOP TAPE

SECTION D-D

24 29.4 25.4
11.93 2024370603 ○ --- 60
10.18 2024370503 ○ --- 50
8.43 2024370403 ○ --- 40
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NOTES

10.15 11.71 2024370603 ○ --- 2 60
8.40 9.96 2024370503 ○ --- 2 50
6.65 8.21 2024370403 ○ --- 2 40
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B A
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SAMPLE PREPARATION
○: TOOLED

△: WORK IN PROCESS
---: TOOLING TO BE CONFIRMED

CONNECTOR SERIES No. : 202437
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1. MATERIAL
      HOUSING : LIQUID CRYSTAL POLYMER UL94V-0(COLOR : BLACK)
      TERMINAL : COPPER ALLOY
      FITTING NAIL : COPPER ALLOY
2. PLATING
      TERMINAL :
              CONTACT AREA: SEPARAED GOLD PLATING
              (0.1 MICROMETER MINIMUM).
              SOLDER TAIL AREA: SEPARATED GOLD PLATING
              UNDER PLATING ： NICKEL OVERALL
             *DIVIDE INTO PARTS THE GOLD PLATING OF THE CONTACT
              AND THE TAIL PART BY THE NICKEL PLATING.
        FITTING NAIL : 
             CONTACT AREA: SEPARAED GOLD PLATING
             (0.1 MICROMETER MINIMUM).
              SOLDER TAIL AREA: SEPARATED GOLD PLATING
              UNDER PLATING ： NICKEL OVERALL
             *DIVIDE INTO PARTS THE GOLD PLATING OF THE CONTACT
              AND THE TAIL PART BY THE NICKEL PLATING.
             *EVEN THOUGH GOLD PLATING ON THE TOP SURFACE OF NAIL
               MIGHT BE THIN, NO FUNCTIONAL PROBLEM.
     APPLY FOR (CIRCUIT/2)=EVEN
4.  MATE WITH : 2024360**3
5.  TAIL AND FITTING NAIL COPLANARITY TO BE 0.08MAXIMUM.
     PROHIBITED AREA OF PATTERN WIRING AND SOLDER.
     (FOR EACH AREA, THE WIRING THAT TOUCHES ON THE SOLDER
     CAN BE ATTACHED, THEN COVERED WITH A FILM TO KEEP SOLDER OUT.)
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